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Astrans Hotstamping 

Heat Transfer Machine AST-1

 

Usage:
 
1. Pneumatic driving for small area heat transfer purpose
Feature:
01. 3 timers control system: Press, Delay and Foil feed time can be easily adjusted
02. Thermal controller can be set from 0 â€“ 400oC easily
03. Double foil roller with more stable foil feeding
04. High efficient pneumatic pre-treatment unit provides lubrication, regulation and filter to increase
life of air cylinder
05. With accurate beam sensor and adjusted easily
06. Big diameter of hand wheel provides adjustment easily
07. Micro adjustment knob provides fine tuner to level heater
08. Main body is made of FC25 die casting material with strong structure
09. Special foil feeding design provides easily installation
10. Aluminum alloy slide table with low inertial motion
11. Both hand trigger switch provides safety operation
12. Light weight operating stand and wheel for easily re-allocation of machine
13. Big safety step switch

Â 

Specification:

Â 

  Model AST-1 
Roller dimensions ID20 Ã— OD74 Ã— L120mm 
Working table 400 Ã— 220mm 
Stroke 350mm 
Maximum Opening 300mm 
Depth of throat 210mm 
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Heater power 400W Ã— 6? 
Gross Weight 250kg 
Machine dimensions  L Ã— W Ã— H = 134 Ã— 70 Ã— 180 cm 

Vendor Information
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